VPFM Release Notes
NN48014-400

Current Limitations:

e UCM displays VPFM Lite when Trial license is used.
e  Custom launch is limited to Web based applications.
e VPFM operations are slower in Internet Explorer than in Firefox.

Known issues for which tickets are raised -

CR references Description

Q01951536 When logging in as the role of Operator, the user is not able to access the

Trap and Syslog Browser. The user gets an "Access Privilege Error."
Workaround: Login with the role as an Administrator to access the Trap and
Syslog Browser.

Q01945858 With the Rapid City 2k device, the temperature indicated in the trend chart is

not correct.
Workaround: Use the temperature as indicated by the device.

Q01957024 With Layer 2 Hierarchy perspective, not all trends are seen.
Workaround: Switch to Scopes perspective to get all trends.

Q01955805 Soft phones are not indicated in the L2 L7 of the VOIP applications.
Workaround: No known workaround at this time.

Q01948130 Cannot monitor for trap types rcPseCardOnOff and rcnPseCardOnOff.

Workaround: Inference is from the traps correlated under Simple MIB Event
in the Event Browser.

01955574 . ) .
Q Ack section from filter button in Event Browser doesn't work properly.

We can mark the events as acknowledged. However, when attempting to
filter the view, the filtering does not seem to get applied. Also, another issue
here is that the selection Ack'd is not available.

Workaround: No known workaround at this time.

Q01950008 Clicking on the Scopes element in the Scopes configuration, causes the

system to leak memory about 2MB every time a scope element is selected.
Workaround: Amount of memory leaked can be minimized by avoiding
unnecessary clicking on the Scopes elements.

Q01946594 In Internet Explorer, when clicking on the Settings icon in the Traps and

Syslogs screen, it does not work, instead it indicates an "error on page" in the
lower left of the screen.
Workaround: No known workaround at this time.

Q01920599 Links between Alteon devices are not discovered.
Workaround: No known workaround at this time.

01950598 . .
Q On the Secure Router SR4134, some traps are not indicated as events in the

Event log. These are for the traps related to bgp, dvmrp, mpls, ospf, vrrp, link
and dsx.

Workaround: Trap viewer should be referred to for such events on the SR
4134.




Q01903435

In the operation of Network Discovery, it is not possible to exclude a device
getting discovered by indicating its DNS name.
Workaround: Use the IP address of the device to be excluded.

Q01956179

When attempting to run rediscoveries with Monitoring Console enabled, an
Out of Memory error occurs.
Workaround: Stop and Restart the VPFM server.

Q01948233

The devices AP7215/7220 which are wireless access points get classified as
wireless switches. Due to the incorrect scope, the trends menu option is not
available when right clicking on it in the Network Browser.

Workaround: No known workaround at this time.




